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Automate Modular
For Jumbo Coil Nails
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Features

Tool Specifications

Model

CN-57E-RBM 5.6 - 7 kg / cm2

5.6 - 7 kg / cm2 10.7 kgs

Weight Operating
Pressure

Coil Max.OD≦350mm

2,000-3,000  nails

Lead
Capacity

CN-70E-RBM

 10.0 kgs
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Fasteners

15 Degree Jumbo coil nails

Length: 13/4"- 2 1/4” (45 - 57 mm) for CN-57E-RBM  

Length:13/4" - 2 3/4" (45 - 70 mm) for CN-70E-RBM  

Length:13/4" - 3 1/4" (45 - 83 mm) for CN-83E-RBM  

Shank Diameter: .083 - .090” (2.1 - 2.3 mm)  for  CN-57E-RBM     

Shank  Diameter:   . 090   -   .113"   ( 2.3   -  2.5   mm)    for  CN-70E-RBM

Shank  Diameter:  .099 - .131"  ( 2.5  - 3.3 mm)  for CN-83E-RBM

 Shank Type: Smooth, Ring & Screw

Coil Max.OD≦350mm

2,000-3,000  nails
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  Working on automated  pallet machine

  Assembly pallets, drums, export wooden boxes

Applications

Powerful, Applicable automatic arm robot 

system

High magazine capacity

Durable metal frame 

Customized design

Automatic remote control trigger valve

 11.0 kgs 5.6 - 7 kg / cm2   
Coil Max.OD≦350mmCN-83E-RBM 2,000-3,000  nails




